19971020.ba v01_n735.bam.971020

>From ???@??? Tue Oct 21 07:00:03 1997
Message-Id: <199710210141.UAA04589@sco.theporch.com>
Date: Mon, 20 Oct 1997 20:41:56 CDT
Subject: BOATANCHORS digest 1735

			    BOATANCHORS Digest 1735

Topics covered in this issue include:

  1) Re: Boatanchor term
	by Brian Bjerkelund <brianbj@compuserve.com>
  2) Transformer info
	by Jim Coe W5JI <jcoe@brightok.net>
  3) Re: Brandt Rock Mass. Historic Radio Building --more
	by Jeffrey Herman <jeffreyh@hawaii.edu>
  4) WTB Johnson Ranger Tank Coil (fwd)
	by Jeffrey Herman <jeffreyh@hawaii.edu>
  5) Info...
	by Ken Gordon <keng@uidaho.edu>
  6) WTB: Project (unworking) receivers
	by "JOSE V.GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es>
  7) 8059 tube?
	by "Cal J. Eustaquio" <ceustaqu@polymail.cpunix.calpoly.edu>
  8) Re: need HT-32 xtal
	by Jim Lockwood <jmlckwd@mindspring.com>
  9) Antique Store Sticker Shock - (or Buyer Beware)
	by Mike Warren <m_warren@compuserve.com>
 10) diode tubes for the HP-410B
	by "Ed Santavicca" <santavic@ct.picker.com>
 11) SP600 Ant. Input
	by "Anderson, Craig - Ext. 1365" <CAnderso@smtp.stp.tec.mn.us>
 12) Re: SP600 Ant. Input
	by "Grant Youngman" <nq5t@gte.net>
 13) power tube
	by Randy Zelick <h2rz@odin.cc.pdx.edu>
 14) Nc-125 etc for sale/trade
	by gcr2@po.CWRU.Edu (George C. Rybicki)
 15) TG-34-A Keyer & TV
	by TIMOTHY.P.HAAKE@monsanto.com
 16) Re: Thanlks to All
	by L & M <toneri@ils.net>
 17) Brandt rock Mass Dean is right
	by "Grump's Guide Press" <rau@wco.com>
 18) Re: Brandt Rock Mass. Historic Radio Building
	by MRogers726@aol.com
 19) Thanks to John Dilks!/Brandt Rock
	by "Grump's Guide Press" <rau@wco.com>
 20) BA in the movies, continued
	by "Tom R. Rice" <tomrice@netcom.com>
 21) question re: "long wire" antenna for ARC-39
	by "Ian E. Abbott" <ian@gene.COM>
 22) FS: BC-610 Coils
	by arc5@ix.netcom.com
 23) Re: question re: "long wire" antenna for ARC-39
	by Michael Hanz <AAFRadio@erols.com>
 24) HALLI SX-100 VS. SX-96
	by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
 25) Re:  National HRO-500
	by "Wilkowski,Joe" <Joe_Wilkowski@mc.xerox.com>
 26) R390A covers!!!
	by Ronnie Hull <w5sum@ms1.nwla.com>
 27) Brandt rock Mass Dean is right
	by Andre Guibert <aguibert@sympatico.ca>
 28) thanks guys!
	by Ronnie Hull <w5sum@ms1.nwla.com>
 29) Vacuum  relays.
	by Roger Faulstick KD4AS <agemi@flips.net>
 30) Re: R390A covers!!!
	by Ed Tanton <n4xy@bellsouth.net>
 31) BC-603-DM ????
	by n4bno@juno.com (James R Bridgers)
 32) National HRO-M resurrection part 3
	by "Lawrence R. Ware" <lrware@pipeline.com>

----------------------------------------------------------------------

Date: Sun, 19 Oct 1997 23:54:58 -0400
From: Brian Bjerkelund <brianbj@compuserve.com>
To: BOATANCHORS <boatanchors@theporch.com>
Subject: Re: Boatanchor term
Message-ID: <199710192355_MC2-2473-2800@compuserve.com>

Hi Group:

I had wondered myself where the term had originated; this is the first
mention I can find:  CQ, October, 1965, page 39.

Regarding the BC-652A (slick looking receiver!)

Quote:  "My wife eyed the odd looking contraption with her usual misgivin=
gs
and suggested I use it for a boatanchor."

Brian, KC7ZDA
brianbj@compuserve.com
on the air again.....after 35 years

------------------------------

Date: Sun, 19 Oct 1997 23:02:26 -0500 (CDT)
From: Jim Coe W5JI <jcoe@brightok.net>
To: boatanchors@sco.theporch.com
Subject: Transformer info
Message-ID: <199710200402.XAA11848@cowboy.brightok.net>

I'm working on adapting a p-p 813 modulator I got from
a list member (thanks Phil) and have been looking for
specs on the multi-tap driver xfmr. No luck yet on the 
driver xfmr so I thought I'd raise a help flag to the group.

The driver transformer is a Thordarson T-15D83 and is a
30 watt unit. What I'm trying to locate is the tap range
info for the unit so I can match it up with a speech
amp. If I can't find it, I'll do it the hard way.......
but I'll bet someone on the list knows.

The modulation xfmr was mfg by a company named SNC Mfg
Company. Never heard of them. Does anyone know who or
where they are/were? Its a model 5P354 200-watt unit.
It is well marked as to taps, etc.

Is there a web site or archive with old audio and/or
power xfmrs listed? I've looked, but maybe in all the
wrong places.

Thanks and 73's......Jim
--------------------------------------------------------------------
  Jim Coe  W5JI             Hollowstaters should never tell their
 Oak Crest(Antenna)Farm        paramours that the glow in their
   Davis, OK, USA           eyes reminds them of a favorite radio!!
-------------------------------------------------------------------- 


------------------------------

Date: Sun, 19 Oct 1997 18:08:57 -1000
From: Jeffrey Herman <jeffreyh@hawaii.edu>
To: John Dilks <oldradio@worldnet.att.net>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Brandt Rock Mass. Historic Radio Building --more
Message-ID: <Pine.GSO.3.95q.971019175726.13972C-100000@uhunix5>

Hi John,
You meantioned incorporating a chopper into a homebrew 1922-era
transmitter; by "chopper" do you mean a motor-driven toothed
wheel to modulate the CW (MCW)? (Actually that would be ICW for
interrupted CW.) If so, boy I'd *love* to hear that on the air.
I've thought about firing up an MCW QRP signal on the air, but
I've never had the nerve to actually do it. I'm sure it would help 
slice through pile-ups.
73,
Jeff KH2PZ \ KH6


------------------------------

Date: Sun, 19 Oct 1997 18:50:32 -1000
From: Jeffrey Herman <jeffreyh@hawaii.edu>
To: Boatanchors List <boatanchors@sco.theporch.com>,
        Boatanchors II <boatanchors@listserv.tempe.gov>
Subject: WTB Johnson Ranger Tank Coil (fwd)
Message-ID: <Pine.GSO.3.95q.971019184513.26352B-100000@uhunix5>

***Please*** contact Don, K9TWO, if you have the needed coil.
Jeff KH2PZ

---------- Forwarded message ----------

I am looking for a ranger tank coil for
my ranger I am restoring. Mine is in very
bad shape. Would appreciate hearing from
you if you have a parts unit.
Thanks and 73
Donald L. Ferrill <k9two@sprintmail.com>


------------------------------

Date: Mon, 20 Oct 1997 00:01:59 -0700 (PDT)
From: Ken Gordon <keng@uidaho.edu>
To: boatanchors@sco.theporch.com
Subject: Info...
Message-ID: <Pine.BSF.3.95.971020000119.22933A-100000@piobaire.mines.uidaho.edu>

Could someone please give me the addresses for both ER and HSN? I need
back issues.

Ken W7EKB


------------------------------

Date: Mon, 20 Oct 1997 11:00:08 +0200
From: "JOSE V.GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es>
To: boatanchors@sco.theporch.com
Cc: BAswaplist@foothill.net
Subject: WTB: Project (unworking) receivers
Message-ID: <3.0.1.32.19971020110008.006882a0@192.168.0.1>

Hi gang,

Winter is almost here and I _need_ :-) some tube projects to keep my shack
warm... So, if you have any complete receiver awaiting restoration and you
can't take care of it, I would be glad to buy and, carefully, restore it to
working condition. Please, let me know as much information as possible
about it (manufacturer, model, production date, condition, asking price, ...).

Thanks!.

Best regards.

JOSE
----------------------------------------------
  73 EB5AGV / EC5AAU
     JOSE V. GAVILA
     Ausias March 46, 15
     46910 Benetusser - VALENCIA
     SPAIN

  http://www.geocities.com/SiliconValley/6992/
  e-mail: eb5agv@ctv.es & eb5agv@amsat.org

------------------------------

Date: Mon, 20 Oct 1997 02:12:05 -0700 (PDT)
From: "Cal J. Eustaquio" <ceustaqu@polymail.cpunix.calpoly.edu>
To: boatanchors@theporch.com
Subject: 8059 tube?
Message-ID: <Pine.HPP.3.96.971020021125.13599A-100000@monet.artisan.calpoly.edu>

Anyone got any specs on this glowbottle? A friend of mine needs to know
what this is. Thanks. Cal.


------------------------------

Date: Mon, 20 Oct 1997 06:30:09 -0400
From: Jim Lockwood <jmlckwd@mindspring.com>
To: rbsingl@rs6000.cmp.ilstu.edu, Old Tube Radios <boatanchors@theporch.com>
Subject: Re: need HT-32 xtal
Message-ID: <3.0.32.19971020053856.006b23a4@pop.mindspring.com>

At 07:04 PM 10/19/97 -0500, Rodger Singley wrote:
>My HT-32 has a non-oscillating 13.950 xtal 
>
>And has anyone determined the failure mode for these sealed xtal units?  My
>R4B had 2 bad xtals, 3 between my GSB100's, 

In the GSB-100, the crystal holders are constructed with sleeves over the
pins to adapt them to sockets designed to fit FT-243 crystals.   The bond
between the crystal holder pins and these adapter sleeves can deteriorate
causing poor connection and apparent failure of the crystal.     There may
be other failure modes for the GSB-100, but this is one I've seen first
hand among my several examples (no Greg, not yours.....).

73,

Jim - K4CCF
(formerly KM6NK, WA4KOO, WN4KOO)

Looking for original QSL cards from K4CCF

------------------------------

Date: Mon, 20 Oct 1997 07:38:28 -0400
From: Mike Warren <m_warren@compuserve.com>
To: ba-list <boatanchors@sco.theporch.com>
Subject: Antique Store Sticker Shock - (or Buyer Beware)
Message-ID: <199710200739_MC2-2478-D44@compuserve.com>

Hi Gang,

A neighbor alerted me to a BA he had seen recently at an antique emporium=

in a small town about 50 miles away.   My wife has been wanting to go
Antiquing, so we made the trip yesterday.
 =

In the back room of the store (the "bargains" area), sitting high on a
shelf, was a genuine BA.

The attached tag said:
 "Rare 1930's Hallicrafters Shortwave Receiver with matching speaker"

The "rare" item ?  - an S-76 with and R-46 speaker!
The price ? - $595!

Needless to say, I passed on this "rare" find.  I did, however, find a 19=
59
ARRL "Hint and Kinks" which I did not have, so all was not lost.

Be careful out there . . .

73,

       Mike Warren - W5MAZ (in MN)
+++++++++++++++++++++++++++++++++++++++++
+ Looking for a Hallicrafters HT-31 Amp. +
+++++++++++++++++++++++++++++++++++++++++

------------------------------

Date: Mon, 20 Oct 1997 09:14:28 -0500
From: "Ed Santavicca" <santavic@ct.picker.com>
To: boatanchors@theporch.com
Subject: diode tubes for the HP-410B
Message-ID: <15A48F1C17@ct1.ct.picker.com>

Does anyone know of a good source for the Diode
tube in the AC probe of the HP-410B and HP-410C?
The tubes in my units are the EA-53. I think there
are other tubes that will also work.

tnx

 
Ed Santavicca

73 de
AA8TV
santavic@ct.picker.com

------------------------------

Date: Mon, 20 Oct 97 08:40:00 PDT
From: "Anderson, Craig - Ext. 1365" <CAnderso@smtp.stp.tec.mn.us>
To: "'Boatanchors'" <boatanchors@theporch.com>
Subject: SP600 Ant. Input
Message-ID: <344B7C6C@smtp.stp.tec.mn.us>


Does the SP600 behave the same as the R390 when it comes to shorting to   
ground, one side of the dual pin antenna input connector.  Most of the   
R390A receivers gain significantly by shorting one of the balanced input   
pins to ground.  I am wondering if SP600 owners have experienced  the   
same thing.

canderso@stp.tec.mn.us
Vice President - The Center for Training & Assessment
A Division of Saint Paul Technical College  

------------------------------

Date: Mon, 20 Oct 1997 09:04:02 -0600
From: "Grant Youngman" <nq5t@gte.net>
To: "Anderson, Craig - Ext. 1365" <CAnderso@smtp.stp.tec.mn.us>,
        boatanchors@theporch.com
Subject: Re: SP600 Ant. Input
Message-ID: <199710201405.JAA12422@smtp.gte.net>


> Does the SP600 behave the same as the R390 when it comes to shorting to   
> ground, one side of the dual pin antenna input connector.  


My SP600JX-17 is configured that way, and it works extremely 
well.  As far as I can tell, that is the way the factory produced it 
-- the antenna input connector is an SO-239, and it and all the 
associated input wiring appeared to have been stock.

Grant/NQ5T

Grant Youngman -- NQ5T
nq5t@gte.net
HTTP://home1.gte.net/nq5t
Double Oak, TX (near Dallas)

------------------------------

Date: Mon, 20 Oct 1997 07:17:13 -0700 (PDT)
From: Randy Zelick <h2rz@odin.cc.pdx.edu>
To: Posting Boatanchors <boatanchors@theporch.com>
Subject: power tube
Message-ID: <Pine.PTX.3.91.971020071429.27666B-100000@odin.cc.pdx.edu>

Hi folks,

Just was handed a couple of *serious* power tubes, not listed in my RCA 
receiving tube manual (no surprise). Anyone know what a CH1068 is? These 
are made by Chatham Electronics. They have a large ceramic base, seven 
pins, two of which are larger for keying.

Thanks,

=Randy=

R. Zelick
Dept. Biology
Portland State University
P.O. Box 751
Portland, OR 97207
503-725-3086 (voice), 503-725-3888 (fax)
email: h2rz@odin.cc.pdx.edu
web: http://odin.cc.pdx.edu/~h2rz/


------------------------------

Date: Mon, 20 Oct 1997 10:27:04 -0400 (EDT)
From: gcr2@po.CWRU.Edu (George C. Rybicki)
To: boatanchors@sco.theporch.com
Subject: Nc-125 etc for sale/trade
Message-ID: <199710201427.KAA17062@owl.INS.CWRU.Edu>

I bought an HRO so my NC-125 is up for grabs. The rig is fully operational
and in good shape. The front panel is like new, the sides have some scrapes
and wear on them. The rig is all original and includes the original manual\
Asking $150 + s/h from 44286.

Clegg 99 6M am rig, GC works fine, manual copy $75 + s/h

Henry Tempo 1 (black) GC works fine, new TR relay, original manual $225 +s/h

I will sell or trade for later vintage (1950+) mil surplus gear. 73 George

------------------------------

Date: 20 Oct 1997 09:14:22 -0500
From: TIMOTHY.P.HAAKE@monsanto.com
To: boatanchors@sco.theporch.com
Subject: TG-34-A Keyer & TV
Message-ID: <"1020143447-TG-34-A Keyer  TV"@MHS>

     
     
     
     Group,
     
     Well I finally picked up a TG-34-A Keyer over the weekend.  I had put 
     it off for awhile do to other projects.  Interesting gadget.  It came 
     with another wooden carrying case with at least a dozen rolls of paper 
     tape.  I have only mounted one roll and set the device for "10" which 
     sorta sounds like it might be 10 WPM.  Onced I figured out how to set 
     the controls I was blessed with a very sweet sounding practice 
     session.  The audio was very mellow in between some scratchy sounds 
     and some hum no doubt from aged caps.  The cabinet that it is in is OD 
     green and has a few scratches on it.  Is it a no-no to shoot new OD on 
     it or is it best left alone?  I'd like the outside to look as clean 
     and almost new as the inside.  That's why I ask.  I would like a 
     schematic and or the manual for it so if someone knows a lead on one 
     please e-mail.
     
     So my plan is to find a good typewriter (manual, Underwood, etc. older 
     the better) and practice typing with the TG-34-A.  I am looking in all 
     places and one, the local antique mall down the street was in my path 
     on the way home with the Keyer.  The mall unearthed an excellent 
     Oliver NO.9 typewriter several weeks ago for $30.  I was quite pleased 
     with this strange looking beast and with a cleaning and new ribbon it 
     was added to my desk but it isn't what I want for CW.  So in to the 
     mall.  No typewriters.  I shouldn't have gone there.  Right where the 
     Oliver typewriter sat several weeks ago is a 6" Motorola TV.  Cute as 
     can be. Model VT71B Chassis TS-4 in a wooden cabinet that is in very 
     good condition.  It appears to be 99.9% complete with only one of the 
     rubber feet missing.  Well it had the same $30 tag on it like that 
     Oliver typewriter that I also didn't need so I bought it too.  Any 
     suggestions after giving it a thorough cleaning as to checking it for 
     signs of life??  Is Sams still available for vintage TVs?  I needed it 
     like a hole in my head and my wife says I already have one of those 
     too so I am on the hook to make it work so I can prove to her having a 
     hole in my head isn't all that bad,   I think.
     
     Tim WA0TSY
     Timothy.P.Haake@monsanto.com 

------------------------------

Date: Mon, 20 Oct 1997 12:20:09 -0500 (GMT-0500)
From: L & M <toneri@ils.net>
To: fritsche@classic.msn.com
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Thanlks to All
Message-ID: <199710201720.MAA26564@server1.ils.net>

At 09:53 PM 10/19/97 UT, Allan Fritsche wrote:
>Thanks to everyone that Congratulated me for finally getting my ticket..'
>Jack , Sorry for the Bandwidth...
>BTW, whats a good 30 foot tall vertical kit I can buy to get on 40 to 10?
>
The Cushcraft R7 or R7000 is a very good vertical, even covers the WARC
bands (30,17,12 metres).
73...Mike VE3FGU
**********************************************************
Mike & Lynda Toneri    E-mail:   toneri@ils.net    
Keswick, Ontario
WEBPAGE:  http://www.geocities.com/heartland/meadows/8218
***********************************************************


------------------------------

Date: Mon, 20 Oct 1997 09:28:49 -0700
From: "Grump's Guide Press" <rau@wco.com>
To: "boatanchors" <boatanchors@theporch.com>
Subject: Brandt rock Mass Dean is right
Message-ID: <199710201628.JAA19192@shell.wco.com>

Dean is right about Fessenden, the events are well described in Empire of
the Air  ( I think) I was just too lazy to go look it up.  W6BM managed to
find photographs of a set up like this where ( amplitude) modulation was
accomplished by a variable resistance in the antenna lead. These appeared
in Electric Radio in the Last couple of years.

But for get the lips burns.. these thinks ran 100's of Kilo Watts of
power.. almost inconceivable amounts.. and their was very long mechanical
linkage ( as I understand it which is only vaguely) between the mechanical
diaphragm and the "variable resistance"

Now the wonderful thing about my ignorance is that some one who really
knows will chime in and set us straight 

Meanwhile.. who is going to save the building ? !!

Larry W6WUH
 Occidental Cal

opinions are strictly my own and not worth doodle.

------------------------------

Date: Mon, 20 Oct 1997 12:37:53 -0400 (EDT)
From: MRogers726@aol.com
To: dmcintyr@acs6.acs.ucalgary.ca
Cc: boatanchors@theporch.com
Subject: Re: Brandt Rock Mass. Historic Radio Building
Message-ID: <971020123602_-2097159742@emout05.mail.aol.com>

This is usually considered to be the first AM radio
transmission.
When I went to San Jose State University a Prof. there was pushing A local
site as the first!  
Michael Rogers exK6AIF

------------------------------

Date: Mon, 20 Oct 1997 09:41:42 -0700
From: "Grump's Guide Press" <rau@wco.com>
To: "boatanchors" <boatanchors@theporch.com>
Subject: Thanks to John Dilks!/Brandt Rock
Message-ID: <199710201641.JAA23937@shell.wco.com>

John.. nice work ! 
W6WUH

------------------------------

Date: Mon, 20 Oct 1997 11:14:40 -0700 (PDT)
From: "Tom R. Rice" <tomrice@netcom.com>
To: boatanchors@sco.theporch.com (boatanchors list)
Subject: BA in the movies, continued
Message-ID: <199710201814.LAA06376@netcom15.netcom.com>

	The 1955 production "Underwater", with Jane Russell
	and Richard Egan, features a 50-foot sloop which has,
	in the main cabin, a "ship's radio", really a beautiful
	HRO-5 in the table rack with coil storage in the middle
	and speaker on top.  

	You can also see Jane in shorts and bathing suits; 
	fortunately, the HRO and Jane are never on screen
	at the same time!   ;-)  

	73 de WB6BYH     
-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     

------------------------------

Date: Mon, 20 Oct 1997 11:52:41 -0700
From: "Ian E. Abbott" <ian@gene.COM>
To: boatanchors@theporch.com, 74221.3661@compuserve.com
Subject: question re: "long wire" antenna for ARC-39
Message-ID: <971020115244.ZM5743@default>

Hello-

	They say there aren't any dumb questions- well, I'm going to 
test that theory!

	I'm trying to get my ARC-39 (AM only) on the air, but I'm having 
problems with my antenna- or at least I think I am. I'd be grateful for 
any assistance anyone can provide. Right now I'm just trying to make it 
work on 3885 kc, since I haven't rounded up any other crystals. 

	The ARC-39 was installed in a variety of aircraft and utilized a 
simple, end-fed wire antenna- the length of the antenna varied with the 
dimensions of the airplane. The ARC-39 manual says nothing specific 
about antenna length, noting only that most aircraft antennas are 
electrically short and that the rig's rated power will be delivered into 
a 10 ohm, 200 uuf antenna. (I may have that capacitance wrong- I don't 
have the manual with me.)

	I've suspended a wire antenna about 40' long, not counting the 
lead-in, and here's where I think I'm running into a problem. The ARC-39 
manual says that the radio should be connected to the antenna 
feed-through by no more than two feet of wire. I'm assuming that the 
radiating portion of an aircraft antenna would begin immediately on the 
other side of the feed-through insulator. My lead-in is about eight feet 
long.

	The ARC-39 uses a single 6159 (12V filament 6146) PA tube. 
Following the tune-up procedure in the ARC-39 manual I'm able to get the 
prescribed reading for grid current. When I switch the meter to reading 
cathode current, no combination of antenna tap and PA load setting will 
bring the cathode current beyond half of what it's supposed to be. (And 
yep, I've tried a new tube- no difference.) And regardless of tuning, 
the meter shows *no* antenna current when I've tried calling CQ.

	Could it be that my combination of 40' antenna and long lead-in 
present a load that's beyond the antenna tuner's ability to match? It 
would be hard to shorten the lead-in, but my instinct is to shorten the 
suspended antenna wire. Does this make any sense?

	I'm probably failing to grasp something *really* fundamental 
here, but as I said I'd greatly appreciate any advice, and I don't mind 
being snickered at as long as you're tactful about it!

	Thanks in advance!

	IEA


------------------------------

Date: Mon, 20 Oct 1997 14:20:03 -0500 (CDT)
From: arc5@ix.netcom.com
To: boatanchors@sco.theporch.com
Subject: FS: BC-610 Coils
Message-ID: <19971020132538226962@>

The original "winner" of the drawing for these couldn't 
complete, so I'm offering them again.

BC-610 Coils.
1.0-1.5 MC
2.0-3.5 MC
4.5-5.7 MC
5.7-8.0 MC (2)
8.0-11.0 MC
11.0-14.0 MC
14.0-18.0 MC (3)

Some need minor repair such as plastic supports, etc.
$20 plus 20 lbs USPS shipping from 78728.

Multiple replies will be decided by lottery.

73 DE Dave Stinson AB5S
arc5@ix.netcom.com





------------------------------

Date: Mon, 20 Oct 1997 15:17:01 -0700
From: Michael Hanz <AAFRadio@erols.com>
To: ian@gene.COM
Cc: boatanchors@sco.theporch.com
Subject: Re: question re: "long wire" antenna for ARC-39
Message-ID: <344BD85D.6B61@erols.com>

Ian E. Abbott wrote:
> I've suspended a wire antenna about 40' long, not counting the
> lead-in, and here's where I think I'm running into a problem.
> no combination of antenna tap and PA load setting will
> bring the cathode current beyond half of what it's supposed to be.
> And regardless of tuning, the meter shows *no* antenna current...

You really could use an RF bridge, Ian.  If you use something like a GR 1608, you 
can see exactly what the antenna looks like to the TX at 3885.  I suspect its 
impedance may so high at that frequency as to be essentially infinite, 
thus no loading indication.  Have you run the TX into a dummy load?
That will tell you whether the TX is working properly.  If it loads
into the dummy, then you need to do some troubleshooting and/or tuning of the 
antenna (lengthen/shorten/better ground plane/higher wire, etc.)

-- 73,
Mike Hanz KC4TOS
Herndon, VA
AAFRadio@erols.com



------------------------------

Date: Mon, 20 Oct 1997 16:31:55 -0400 (EDT)
From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
To: boatanchors@theporch.com
Subject: HALLI SX-100 VS. SX-96
Message-ID: <9710201631.aa24855@pcusa01.ecunet.org>

To: boatanchors@theporch.com

 > John, I saw one of your postings to the boatanchors list and thought you
 > might be able to fill me in on a Hallicrafters model.  I have a chance
 > to pick-up an SX-96 from an estate but I not familiar with it and have
 > never owned one.  What do you know about the SX-96 and - say - how does
 > it compare with the SX-100?  Any comments would be helpful.

Well, the 2 are *exactly* the same except SX-100 has  1) an antenna
trimmer, 2) an 100 kHz xtal calibrator 3) IF notch filter.

I've had both -96 & -100.

Item 1 is good to have, I added one to my -96.

2 is really important because, as with almost *all* general coverage SW
rx's, dial calibration is just never all that good.  You can use an
outboard cal. sometime you see ss cal's at hamfests.   I prefer a combo 100
KHz/1 MHz calibrator for genl. coverage rx's.

3.  Is nice but not vital.  It knocks out hetrodynes quite well.  The notch
is good--deep & narrow.  Stock design mechanically restricts the frequency
range of the notch.  Very easy to defeat that & get wider range.

Lacks:  Mechanical, & to some extent electrical, stability lacking esp. as
freq goes up.  You can do some chassis stiffening yourself, helps.  HF
oscillator pulls way too much on 10 m.  SSB/CW just about impossible there.

I also added an HF oscillator section continuously-running heater like the
SX-101A plus zener-regulated DC on HF osc. filament on all the time.  Helps
some.

No product detector makes SSB reception sound lousy unless AGC is off &
then you have to ride the RF gain.  No SSB agc (slow decay) ditto.  Can
easily be added though, I have to mine.  Just copy the -101A ct.  Works
excellently.

To ice the cake, revise the AGC rectifier ct. to be like the -101A.  It's
a very easy mod, move/replace a few resitors & stuff.  Gives the AGC
channel full selectivity.

Nice radios, very sensitive & about as selective as you can get w/o going
to xtal or mech.  filters thanks to 50 KHz IF freq.  Will keep my -100.
                    


 -John Sehring (Mon, Oct 20, 1997 11:25 am MT @Baker, Montana) UCC WB2EQG

------------------------------

Date: Mon, 20 Oct 1997 11:37:22 PDT
From: "Wilkowski,Joe" <Joe_Wilkowski@mc.xerox.com>
To: boatanchors@theporch.com
Subject: Re:  National HRO-500
Message-ID: <CFA04B3481B7677CCFA04B3481B7677C#064#X-MC-0819-MS2.XEROX@SMF>

Not ever seeing one of these, is there any pictures of t his rig 
 anywhere on the Web ?

//tnx
/joe k8fc
----------
**>From: owner-boatanchors@theporch.com
**>To: Old Tube Radios
**>Cc: rmote@rain.org
**>Subject: Re:  National HRO-500
**>Date: Saturday, October 18, 1997 9:06PM
**>
**>Don't know anything about Craig Logan.  Like Ed Knobloch, I got my five
<<<snip>>>>>

------------------------------

Date: Mon, 20 Oct 1997 17:53:38 -0500
From: Ronnie Hull <w5sum@ms1.nwla.com>
To: boatanchors@theporch.com
Cc: baswaplist@foothill.net
Subject: R390A covers!!!
Message-ID: <3.0.1.32.19971020175338.0069657c@ms1.nwla.com>

Got my R390A covers from Bill Sachs today. They look
great. Made out of lightweight aluminum, and not painted
but for $45 shipped for the pair, they are fine for me.

now... for stupid question time....

louvers on top and round holes on bottom? or vicey versey?
mine came without covers so I have no idea at all....

good fit either way... a little gray paint and these
will do me (I'm not a pureist) just fine...

anyone interested can contact Bill Sachs at

maxhedrume@aol.com

Ronnie


------------------------------

Date: Mon, 20 Oct 1997 18:53:10 -0400 (EDT)
From: Andre Guibert <aguibert@sympatico.ca>
To: boatanchors@theporch.com
Subject: Brandt rock Mass Dean is right
Message-ID: <199710202253.SAA17507@smtp1.sympatico.ca>



        Bonjour(HI to all)
        Reginald Fessenden was born in Knowlton, Quebec
        but his parents were living near my place(1)
        The Brome County Museum in Knowlton has its 2nd
        floor dedicated to Fessenden and a radio amateur
        site, call sign: VE2 FRV (Fessenden Radio Voice).
        June 13 is hamfest day. 
        (1) East Bolton now Austin(Quebec)
        Andre


------------------------------

Date: Mon, 20 Oct 1997 19:44:37 -0500
From: Ronnie Hull <w5sum@ms1.nwla.com>
To: boatanchors@theporch.com
Cc: baswaplist@foothill.net
Subject: thanks guys!
Message-ID: <3.0.1.32.19971020194437.00698988@ms1.nwla.com>

okey dokey, louvers on top and holes on bottom...

thanks for all the responses....  you cemented my
idea that this was the right way..

maybe I'll paint them... but then.. maybe not hehe

Ronnie


------------------------------

Date: Mon, 20 Oct 97 21:08:17 Eastern Daylight Time
From: Roger Faulstick KD4AS <agemi@flips.net>
To: BoatAnchors <boatanchors@theporch.com>
Subject: Vacuum  relays.
Message-ID: <19971021011852703.AAA304@mailhost.flips.net>

I am upgrading my 39 ft. vertical antenna for remote tuning.
I need three small SPDT vacuum relays for band switching. Glass or ceramic =
that will handle  2 KW/7KV nonswitched. I will buy outright or
trade the following components, 3TF7's, 1L6 and other rare tubes,
I have about 2000 new RX, special purpose and TX tubes. Also, high power co=
mponents, vacuum caps., ARA/ATA and ARC5 misc parts,
and a ton of other junk that gets heavier every year.=20=20=20=20





I am looking for three vacuum relays that can handle  two kw, any coil volt=
age.I will trade items from my for sale listing.









------------------------------

Date: Mon, 20 Oct 1997 21:14:08 -0400
From: Ed Tanton <n4xy@bellsouth.net>
To: Ronnie Hull <w5sum@ms1.nwla.com>
Cc: boatanchors@theporch.com
Subject: Re: R390A covers!!!
Message-ID: <3.0.1.32.19971020211408.00ac6100@mail.atl.bellsouth.net>

While I'm only guessing, I'd have to say louvers on top. Reason:
Theoretically louvers keep settling dust/etc. out while round holes would
allow it right through.

At 05:53 PM 10/20/97 -0500, Ronnie Hull wrote:
///snip
>louvers on top and round holes on bottom? or vicey versey?
///snip
>Ronnie
>

72/73    ZUT!!!
__________________________________________________________
Ed Tanton   N4XY		             EMAIL: n4xy@bellsouth.net   
189 Pioneer Trail
Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX
__________________________________________________________
QRP-ARCI #7663      G-QRP #6779     OK-QRP #172	QRP-L #758
AdvRC #140             NORCAL #1779              NCDXF             SEDXC

Life Member:          ARRL          AMSAT          INDEXA           QCWA
__________________________________________________________

INTERESTS:  DX   QRP   BoatAnchors  Test Equipment  Photography
CW: 99.9%    QRP: 95-100% (Mood swings!)    Mercury Paddle #0214
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
"Think you can, think you can't: either way you're right!"      Henry Ford
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

------------------------------

Date: Mon, 20 Oct 1997 20:31:30 EDT
From: n4bno@juno.com (James R Bridgers)
To: boatanchors@sco.theporch.com
Subject: BC-603-DM ????
Message-ID: <19971020.203133.6895.0.n4bno@juno.com>

I have acquired one of the above.  My first question is what did the Army
use it for.  Apparently, the receiver covers from 20 to 27 MHz.  Does it
receive AM or FM.  What raises the question is the squelch control. Leads
me to believe maybe FM.  The unit that I have was made by Delco Radio
Division of GMC.  It appears to be intact and that someone has used it in
the past.  Has an AC power cord attached.  
Any one that could give me some info on this beast, I sure would
appreciate it.

Thanks,

Rodney Bridgers  n4bno@juno.com

------------------------------

Date: Mon, 20 Oct 1997 20:37:25 +0000
From: "Lawrence R. Ware" <lrware@pipeline.com>
To: boatanchors@sco.theporch.com
Subject: National HRO-M resurrection part 3
Message-ID: <3.0.32.19971020202705.006924ec@pop.pipeline.com>

Howdy folks....
The National HRO-M resurrection continues:

Another member pointed out to me the missing heat shield that
belonged in the type 697 power supply. Made one from a chunk of
scrap metal and installed same. This shield is what keeps the 80 from
overheating the filter caps. I'm still a little concerned about how
hot it gets after running for an hour or so, might find me a tini-tiny
fan and a board to mount it on and place it under the doghouse
supply. Could be a nice fix with no mods. required.

Finally found time to put the radio on the test bench; It needed about
35 uV of 30% modulated AM at 10 MHz for good output... :-(
Not great....

Eight hours later, the HRO has all new caps... Out with the wax papers
and in with the mylar replacements... When I do this I unsolder all the
old caps and resolder the new ones to the terminals properly...
(Time to express a personal opinion; nothing makes me cringe like seeing
a radio where someone sniped the old caps out and spliced new ones on
the old wires... Always brings two thoughts to mind: First, it looks
like h**l. Second, someone unwilling to do the job correctly, cut
other corners too. Did he even have the right parts? bet he won't make
a trip to get the *correct* part for that last couple. Same kind of
thing with resistors, he will parallel a couple to get *close enough*
instead of finding the correct part. END personal opinion.) The scarey
part is he thinks the radio is more valuable that way.

About 30% of the resistors were replaced while I was in it anyway.
If I had to clean the connection, and a resistor was on it, it was
replaced while I was there. I use the nice flameproof metal film
types, mainly in 1 and 2W versions. They are rated for higher voltages
than the cheaper carbon films. The replacements I use are generally
2% tolerance. You don't need that for BA's, but it's nice to know
they are very close to spec.

Only other major problem was two 10 uF 50V can type caps under the chassis.
Replacements for these are tiny! In the HRO, both of these have a
mounting tab or strip along one side.
They look sorta like this: (side view)

       |
   +   | mounting strip
   ||  | (ground)
 --||--|
|      |
|      |
| cap  |
|      |
|      |  (side view)
|      |
 ------|
       |
       |

Metal can, positive tab out one end, mounting strip is neg. terminal.
That's the original ones. They are *riveted* to the chassis on both
ends of the mounting strip. DO NOT SCREW UP LIKE I DID AND DRILL THE
RIVETS FROM BELOW! One rivet on both of them is *under* the IF cans... :-(
Now I have loose pieces of metal *IN* one of my IF cans... :-(
I learned after the first one... The second was just disconnected and
the replacement wired from the tube socket to a nearby ground lug.
<sigh> Sooner or later I'm going to have to go into that IF transformer
on a fishing expedition...


Anyway, fired the radio up just a while ago. Results without realinement:
Good audio level at 2.5 uV 30% modulation 10MHz carrier... 
Order of magnitude plus improvement in usable sensitivity... :-)

Another minor screw up somewhere, or a circuit problem of some kind
to be chased next session: AGC doesn't work anymore... :-(

Stay tuned for the next installment, when you get to hear Larry say:
"Where is that $%^&##*!!! AGC signal gone now!"
"Here AGC voltage... Nice AGC voltage... Come to papa you little ##$$%!"

-Larry




# Larry Ware
# Admirer, Collector, Restorer of National Radio Company
# receivers and other artifacts.
# Orlando, Florida
# lrware@pipeline.com

------------------------------
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